
English version (Die deutsche Version finden Sie unten) 
 

Firmware update 

(Version V2.68.0+build.7bb45a2) 

Products: Gigaset BasicLine IP 
 

New features 

• The call list shows which incoming line the call came through. 

• The display of the internal name or internal number of the handset can be set in 
the web configurator. 

 
Improvement 

• The correct device name is now displayed on the network. 

• Up to 75 characters can now be used for the name of the VoIP account. 
• Translation adjustments for the Italian language in the "Central Phone Book" 

web configurator 
 
Bug fixes 

• Fixes the error that not all handsets ring when a call comes in. 
Automatic switch to narrowband voice codec when more than 4 handsets are 
registered.  

• Fixes a bug when manually entering a VoIP account. 

• Fixes the error where the time is not updated on the handset after changing 
countries. 

• Fixes the error whereby very long internal names are not saved when entered. 

• Fixes the error that causes the web configurator language to revert to English 
after resetting the device. 

• The incorrect assignment of the internal name and internal number after 
registering a mobile handset has been fixed. 

 

 

 

 



Deutsche Version: 

 

Firmware update 

(Version V2.68.0+build.7bb45a2) 

Produkte: Gigaset BasicLine IP 
 
Neue Leistungsmerkmale 

• In der Anrufliste wird angezeigt, über welche Empfangsleitung der Anruf 
eingegangen ist. 

• Die Anzeige des internen Namens oder der internen Nummer des Mobilteils 
kann im Web-Konfigurator eingestellt werden. 

 
Verbesserungen 

• Der korrekte Gerätename wird nun im Netzwerk angezeigt. 

• Für den Namen des VoIP-Kontos können jetzt bis zu 75 Zeichen verwendet 
werden. 

• Übersetzungsanpassungen der italienischen Sprache im Web-Konfigurator 
"Zentrales Telefonbuch" 

 
Fehlerbehebungen 

• Behebt den Fehler, dass nicht alle Mobilteile bei eingehendem Ruf läuten. 
Automatische Umstellung auf Narrowband Sprach-Codec, wenn mehr als 4 
Mobilteile registriert sind.  

• Behebt einen Fehler bei der manuellen Eingabe eines VoIP-Kontos. 

• Behebt den Fehler, dass die Uhrzeit nach einem Länderwechsel auf dem 
Mobilteil nicht aktualisiert wird. 

• Behebt den Fehler, dass bei der Eingabe eines sehr langen internen Namens 
dieser nicht abgespeichert wird. 

• Behebt den Fehler, dass nach einem Reset des Gerätes die 
Webkonfiguratorsprache auf English zurückgesetzt wird. 

• Die nach der Anmeldung eines Mobilteils falsche Zuordnung des internen 
Namens und der internen Nummer wurde behoben. 
 


